
HOW TO MAKE A 
RAIN BARREL

There are many different types, sizes, and styles 
of rain barrels, and even more possibilities for 
plumbing combinations.  You may have some parts 
on hand that will help get the job done, or visit your 
local hardware store for some help selecting the 
right parts.

Plumbing connections: All connections to the 
barrel should be threaded (male threads), wrapped 
in teflon tape and/or coated in silicone or similar 
sealant, and screwed tight to the barrel. Adding a 
washer or rubber gasket will provide extra seal/leak 
protection. On the inside of the barrel, a tank fitting 
or other open-ended part with female threads should 
be attached to help hold the fittings tight to the bar-
rel to prevent leaks.

¾” MALE 
ADAPTER 
(screws into 
the outside of 
the barrel) and 
¾“ FEMALE 
ADAPTER 
(screws onto threads from the inside of the barrel)

VERY IMPORTANT NOTES: 

• Allow silicone or sealant to fully dry (at least 24 
hours) before connecting other parts or hoses, 
and before connecting your barrels to the down-
spout.

• Typically, fittings are ¾” PVC (plastic).  Brass 
fittings will hold up better over time, but are 
more expensive and may be more difficult to 
find.  Overflow fittings may need to be larger in 
diameter if you’re collecting a large roof area into 
a single barrel, or simply divert the downspout 
once the barrel is full.

• Drill holes with a spade bit the same outer diam-
eter as the part you’re installing.  For example, 
¾” parts, have a 1” outer diameter,

Cover all openings:  To prevent mosquitoes 
from getting into the barrel to breed, be sure to 
cover all openings with window screen mesh.

EVERY BARREL SETUP NEEDS: 

1. Inlet on the top of the barrel. 
The style of inlet will depend on 
the type of barrel you buy; it may 
have a fully open top, which will 
need to be covered with screen 
or 1/4 inch mesh to keep debris 
and mosquitoes out.  If the barrel has a top, you will 
need to cut a hole large enough to accommodate the 
downspout or downspout extender. 

2. A Secure Lid or tightly covered opening to keep 
animals and children from falling in.  

3. Overflow spigot or hose 
adapter should be near the top 
of the barrel for when it is full.  Use 
parts you can connect to a hose 
so you can route the excess water 
away from your home’s foundation.

4. Base – the surface you place your 
rain barrel(s) or cistern on should be level and should 
raise the barrels up enough to get a watering can 
underneath the spigot. The base should be sturdy 
enough to hold the weight of a full 
barrel (over 400 pounds!).  Cinder-
blocks work well.

5. Spigot (typically brass) near the 
bottom of the barrel, with possibility 
for hose connection. 

6. Downspout extender or 
elbow – depending on the height of 
the roof, barrels, and length of gutter 
you are adapting, you may need a 
downspout extender (flexible plastic 
piece that attaches to the gutter) or 
a 45° elbow to direct flow to the inlet.  
OPTIONAL, but recommended, is 
a leaf guard or screen in the gutter 
above the downspout to keep leaves 
and debris from clogging the inlet.   

There are a few  vital 
components and assem-
bly methods.  Follow the 
guidance below, and with 
the assistance of some-
one from the plumbing 
isle, you’ll be in business!

HAVE FUN!  
BE INNOVATIVE!



3 or more barrels – To simplify and reduce the 
number of holes drilled, the connections should be on 
the front of each barrel.  The barrel on the end will have 
a 90° elbow with a hose barb, the other barrel(s) will 
have a “tee” fitting with hose barbs to connect short, 

flexible hoses 
between each 
barrel. The inlet 
should be on one 
end of the line, 
and the overflow 
should be on the 
other end of the 
line.  

CONNECTING MULTIPLE BARRELS
If you choose to connect more than one barrel, it is most efficient to connect them at the bottom so that they fill and 
drain simultaneously as one large rain barrel.  If you connect them at the top, you’ll need a spigot on each barrel to 
get the water out of all of them.
2 barrels – fittings similar to those used for the 
overflow can inserted into the sides of each barrel and 
then connected with a short, flexible hose or tubing 

secured with 
hose clamps.  A 
hot water heater 
hose could also 
be used to con-
nect two barrels. 
The inlet should 
be on one barrel 
and the overflow 
on the 2nd.  

Note: Hose clamps will help hold the hose ends tight to the fittings to prevent leaks.

MAINTAINING YOUR 
RAIN BARREL OR CISTERN
1. Rinse your barrel at the end of each season. 

During the rainy season, small debris and sediment will 
slip through the holes in the screen or mesh and settle 
to the bottom of your barrel.  Give it a good rinse and 
scrub off any algae growth at the end of each summer.

2. Monitor the system regularly to ensure 
intakes and overflows are not blocked with leaves 
and other debris from the roof. 

3. Check your roof and gutters often. Remove 
any leaves, branches, dirt or other litter. 

4. Trim or remove any plant materials that over-
hang your house - animals often use these to 
access your roof and gutters.  This will also reduce 
the leaves and litter clogging your gutters.

5. Check your barrel or cistern and its cover.  
Make sure the cover is secure and does not allow 
animals to fall, creep, crawl or jump in. 

6. Prevent ice damage – If a long, cold spell (below 
32° for several consecutive days) is predicted, it is 
recommended you drain your barrels and disconnect 
them from the downspout to avoid any damage from 
freezing.  Once the cold snap is over, reconnect your 
barrels and they’ll be refilled in no time!

American Rainwater Catchment Systems Association
News and information and examples of rainwater col-
lection systems. Web site has a business directory with 
links to local suppliers, etc.  www.arcsa-usa.org  

Skagit Farmers Supply – Country Store
50 gallon rain barrels for sale, several different sizes and
colors to choose from. Can order cisterns/tanks. Store 
locations in Freeland, Oak Harbor, and Stanwood.
http://www.skagitfarmers.com/stores.asp

The Tank Depot - www.tank-depot.com 

MJD Distributors 
Rain barrels & larger tanks in a variety of sizes & colors.
17212 Aurora Ave N, Shoreline, WA 98133
(206) 391-4058

Whidbey Island Conservation District
Provides free technical assistance to Whidbey Island 
landowners, including calculations and rainwater 
collection system design.
404 NE Center St, Coupeville, WA 98239
(360) 678-4708     www.whidbeycd.org 

Search on Craigslist: http://seattle.craigslist.org/ 

RAIN WATER 
COLLECTION RESOURCES
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